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Underwriters Laboratories of Canada Inc. 
7 Underwriters Road, Toronto, ON M1R 3A9, Canada 
T: 416.757.3611 / F: 416.757.9540 / W:ULC.ca 

File: ULC C107.12, ULC-G.5.2 

January 25, 2018  
 

 

CERTIFICATION BULLETIN 2018-01 
 

ULC/ORD-C107.12-92 Line Leak Detection Devices for Flammable Liquid 
Piping has been superseded 
 
TO:  Members of the Advisory Council of Underwriters Laboratories of Canada 

Others Interested 
  ______ 
 
The requirements for Line Leak Detection Devices for Flammable Liquid Piping have been 
significantly revised and are now contained in CAN/ULC-S675.1 Standard for Volumetric Leak 
Detection Devices for Underground and Aboveground Storage Tanks for Flammable and 
Combustible Liquids and CAN/ULC-S675.2 Standard for Nonvolumetric Precision Leak 
Detection Devices for Underground and Aboveground Storage Tanks and Piping for 
Flammable and Combustible Liquids. 
 
Since the requirements are contained in the above referenced Standards, effective January 
15, 2018, ULC/ORD-C107.12-92 stands superseded. 
 
ULC will continue to provide Testing & Certification services to these two Standards. 
 
Any questions concerning the above should be directed to Mr. Gunsimar Paintal, at 416-288-
2217 or Gunsimar.Paintal@ul.com. 
 
 
 
Sincerely, 
 

Underwriters Laboratories of Canada Inc. 
 

 

 

 
 

 

Gunsimar Paintal 
Regional Manager – Accreditations & Quality 
ULC Mark Program Owner 
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